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MEDIUM AND HEAVY DUTY PAVEMENT DRAINAGE DETAIL UNDER BRIDGES

ROCK BASE

¢ SHOULDER
|~
‘ TYPE A
14
|
LONGITUDINAL JOINT
EDGE OF TRAVELED WAY ——___ |

WIDTH VARIES
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‘ 12!
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| FLEXIBLE OR RIGID PAVEMENT

SEE FIGURE4-04.1

L]

|
‘ WRAPPED WITH
| 18" ROCK BASE GEOTEXTILE FABRIC SOIL OR

ROCK BASE

A
N
CULVERT PIPE AS REQUIRED
/ ALIGNED WITH ADJACENT
+ 4'DEEP DITCH.

~_ BACKFILL AS

DRAINAGE AGGRGATE ~__ REQURED
" " ~
PAVEMENT SLOPE ——— /4 - 12 Q)] ~ - —
~
PIPE-AGGREGATE
PAVEMENT UNDERDRAIN + T~ —
(1) PREFERRED DEPTH IS 12", BUT WHEN NECESSARY MAY REDUCE
DEPTH TO 4" TO ALLOW FOR DISCHARGE INTO 4' DEEP DITCH.

4" PERFORATED PIPE 12" 2!

NOTES:

OUTLET PIPE AND SPLASH PAD MUST BE USED TO DISCHARGE
WATER IN 4'DITCH AS SHOWN IN FIGURE 6-03.5 ON EITHER
END OR BOTH ENDS WHEN NECESSARY.

STABILIZED PERMEABLE BASE SEE STANDARD PLAN 605.10 FOR PIPE-AGOREGATE PAVEMENT

UNDERDRAIN DETAILS.

€ | SHOULDER
|
‘ TYPE A
14
EDGE OF TRAVELED WAY \ LONGITUDINAL JOINT

i

GEOTEXTILE FABRIC
12" LAP UNDER BASE
OR SHOULDER

\
|
|
‘ 12" WIDTH VARIES
|
|

| FLEXIBLE OR RIGID PAVEMENT SEE FIGURE 4-04.1

A
/

4" STABILIZED PERMEABLE BASE x CULVERT PIPE AS
4" TYPE
5 AGGREGATE BASE REQUIRED ALIGNED
I PAVEMENT SLOPE ———————#=— DRAINAGE AGGREGATE —————H— E X/“B—E{EQD%/?%}—N{T
~— N
PIPE - AGGREGATE o T - Eégﬁ@ﬁ AS
PAVEMENT UNDERDRAIN —
" — —
4" PERFORATED PIPE _ |12 - —
221 MIN. — —_—
-

x  OMIT STABILIZED PERMEABLE BASE ON MEDIUM DUTY PAVEMENTS.
xx 8" FOR HEAVY DUTY PAVEMENT OR 12" FOR MEDIUM DUTY PAVEMENTS.
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MEDIUM AND HEAVY DUTY PAVEMENT DRAINAGE DETAIL UNDER BRIDGES

&

42 m

.
EDGE OF TRAVELED WAY I

ROCK BASE

SHOULDER
‘ TYPE A

/ LONGITUDINAL JOINT

WIDTH VARIES

= |

\
|
\
|
‘ 36 m
|
\
|

— - m 0

| FLEXIBLE OR RIGID PAVEMENT
|
| 450 mm ROCK BASE

‘ PAVEMENT SLOPE ———————#=

0.6 m

|

L

WRAPPED WITH
GEOTEXTILE FABRIC

DRAINAGE AGGRGATE

PIPE-AGGREGATE
PAVEMENT UNDERDRAIN

100 mm PERFQRATED PIPE

300 mm

SOIL OR
ROCK BASE

SEE
FIGURE
M4--04.1

/WOO mm - 300 mm (2)

STABILIZED PERMEABLE BASE

|t
-

GEOTEXTILE FABRIC
12" LAP UNDER BASE

€ ‘ SHOULDER
| -
‘ TYPE A
I 42 m
‘ EDGE OF TRAVELED WAY LONGITUDINAL JOINT
| \
‘ 36 m WIDTH VARIES
T 0.6 m
|

FLEXIBLE OR RIGID PAVEMENT

100 mm STABILIZED PERMEABLE BASE x
100 mm TYPE 5 AGGREGATE BASE

PAVEMENT SLOPE ———————

DRAINAGE AGGREGATE ————#®

PIPE-AGGREGATE /
PAVEMENT UNDERDRAIN
100 mm PERFORATED PIPE 300 mm

OR SHOULDER

100 mm

>
3 CULVERT PIPE AS REQUIRED
Y = ALIGNED WITH ADJACENT

~ 1.2 m DEEP DITCH.

—~ BACKFILL AS 3
— \REGU\RED
\ /
\ /
~1 . /

NOTES:

OUTLET PIPE AND SPLASH PAD MUST BE USED TO DISCHARGE
WATER IN 1.2 m DITCH AS SHOWN IN FIGURE M6-03.5 ON EITHER
END OR BOTH ENDS WHEN NECESSARY.

PREFERRED DEPTH IS 300 mm, BUT WHEN NECESSARY MAY REDUCE
DEPTH TO 100 mm TO ALLOW FOR DISHARGE INTO 1.2 m DEEP DITCH.

SEE STANDARD PLAN M605.10 FOR PIPE-AGGREGATE PAVEMENT
UNDERDRAIN DETAIS.

550 mm MIN.

x  OMIT STABILIZED PERMEABLE BASE ON MEDIUM DUTY PAVEMENTS.
xx 200 mm FOR HEAVY DUTY PAVEMENT OR 300 mm FOR MEDIUM DUTY PAVEMENTS.
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CULVERT PIPE AS
REQUIRED ALIGNED
WITH ADJACENT
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\
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BACKFILL AS
REQUIRED

—
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1.2 m DEEP DITCH.
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